Slze range: 2 "-24" (DNS0-DN300)

Temperatlure range: -29 - 150

Pressure rating: Pn10 Pn16 150LB Pné

Body material: gray iron, ductile iron, carbon steel

Valve plate malerial: stainless steel 304, stainless steel 316,
stainless steel, fluorine
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Stem material; stainless steel 316L, stainless steel 420
Valve seal material: PTFE+EPDM

Transmission mode: manual pneumatic hydraulic pneumatic
hydraulic pneumatic hydraulic linkage, ete,

Should be used: corrosive and loxic medium
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60 | 2" | 198 | 136 | 94 |865| 43 (26|12 9 | 7O [ 6X9 |125| 4X18 |125| 4X18 [120.6] 4X19 13
65 |25"| 210|140 | 106 |86.5| 46 |26 | 12| 9 | 7O | 6X9 [145| 4X18 | 145 | 4X18 [139.7] 4X19 19
80 | 3" | 240|150 | 125|865 46 |26 12| 9 [ 70 | 6X9 | 160 | 4X18 | 160 | 4X18 [1524| 4X19 26
100 | 4" | 273 | 167 [ 152 |865| 52 |26 |12 11| 70 | 6X9 [180| 4X18 |180| 4X18 [190.5| 4X19 39
1256 | 5" | 298| 181|176 |865] 66 |26 |12 |14 | 70 | 6X9 [210| 4X18 | 210 | 4X18 (2159 4X23 58
150 | 8" | 316 | 186 | 200 |86.5| 56 |26 | 12|14 | 70 | 6X9 | 240 | 4X23 | 240 | 4X23 |241.3] 4X23 73
200 | 8" (395|232 | 260 | 130 | 60 |36 (14 |17 102 | 6X11 | 295 | 4X23 | 205 | 4X23 |298.5| 4X23 135
250 [ 10" (473 | 273|320 | 150 | 68 [40 (1519|125 |4x14.5| 350 | 4X23 | 355 | 4X27 |362.0[ 4X26 204
300 | 12" | 539 | 311 (374 | 150 | 78 |40 | 15|22 |125|4x14.5| 400 | 4X23 | 410 | 4X27 |4318| 4X26 309
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